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SERFILCO
® 

INTERNATIONAL 
 

SERIES ‘ST’ 
MAGNETIC COUPLED PUMPS 

RELIABLE, TROUBLE- FREE 

PUMPING 

SEAL-LESS AND ‘LEAK-PROOF’ FOR 

TOTAL SOLUTION CONTAINMENT 

 

 Corrosion Resistant: 

 Polypropylene – Max 85:C 

 PVDF – Max 90:C 

 Non-metallic solution contact 

 Flow Rates to 800 l/min 

 Discharge Heads to 37 m 

 Ex Stock Availability 

 Limited Run-Dry* Capability 

SERIES ‘ST’ Magnetic Coupled Pumps are seal less, 
providing for low maintenance, trouble-free and ‘leak 
proof’ operation. 
The impeller magnet assembly floats in the radial 
magnetic field set up by the motor driven external drive 
magnet. 
The improved developments in materials technology such 
as the more thermally stable ‘PPS’ material enable these 
pumps to be Run-Dry* for limited periods. 
However we still recommend incorporating a Motor Load 
Monitor for TOTAL Pump Protection (Request Bulletin A-
313). 
 
 
 
 
 
 

This also enables detection of conditions such as:- 
Cavitation, Loss of Prime, Closed Discharge Valve, 
Blocked Filter Cartridges, Crystallisation Seizure and 
Damaged Impeller etc. 
The standard diameter impeller is suitable for water-like 
liquids to 1.2 SG. Liquids having a higher specific gravity, 
up to 1.8can be pumped if: the overall diameter of the 
impeller is reduced, the outlet flow is restricted, or the 
restrictions from the filter or other head loss is sufficient 
to keep the impeller magnet in synchronisation. 

 

 

 



 

                                                                      

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

SPECIFICATIONS AND ORDERING NOTES 

Materials of Construction PP PVDF 

Pump Body, Bracket, 
Impeller, Suction Casing 

PP PVDF 

Liner PPS PVDF 

O Rings EPDM Viton 

Thrust washers and Spindle 
Allumina 
Ceramic 

 Motors are Cast Iron, 50 Hz Metric IE2, IP55.  
3PHase - 380V - 440V, 1 Phase 240V 

For PP models - Use Codes on Table 1 

For PVDF Models ST4 - ST9   add -K to codes 
in Table 1 

FLOW 
CURVE 

PRICE CODE MODEL PHASE kW 

ST1 01-7201-01 ST1/4X1/4-MPCK-1-CM14 1 0.01 

ST2 01-7202-01 ST1/2X3/8-MPCK-2-CM24 1 0.018 

ST3 01-7203-01 ST1/2X1/2-MPCK-3-CM80 1 0.06 

ST4 01-7204-03 ST1/2X1/2-MPCK-4-DM160 3 0.12 

ST5 
01-7205-01 ST1-1/4X3/4-MPCK-5-CM.3 1 

0.25 
01-7205-03 ST1-1/4X3/4-MPCK-5-DM.3 3 

ST5H 
01-7205-01-H ST11/4X3/4-MPCK-5H-CM.3 1 

0.25 
01-7205-03-H ST11/4X3/4-MPCK-5H-DM.3 3 

ST6 
01-7206-01 ST1-1/2X1-MPCK-6-CM.75 1 

0.55 
01-7206-03 ST1-1/2X1-MPCK-6-DM.75 3 

ST6H 
01-7206-01-H ST2X11/4-MPCK-6H-CM1.5 1 

1.1 
01-7206-03-H ST2X11/4-MPCK-6H-DM1.5 3 

ST7 01-7207-03 ST2X1-1/4-MPCK-7-DM2.0 3 1.5 

ST8 01-7208-03 ST2X1-1/4-MPCK-8-DM3.0 3 2.2 

ST9 01-7209-03 ST3X2-MPCK-9-DM5.3 3 4 
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DIMENSIONS 
- mm 

MODEL A B C D E F G H I J K L 

ST3 1/2" BSP 1/2" BSP 43 132 19 220 30 125 65 60 89 102 

ST4 1/2" BSP 1/2" BSP 43 136 71 270 30 120 65 58 90 110 

ST5/5H 11/4" BSP 3/4" BSP 60 190 80 306 37 141 78 63 100 128 

ST6 11/2" BSP 1" BSP 66 240 90 371 40 171 100 71 112 138 

ST6H 2" BSP 1-1/4" BSP 90 314 100 473 60 211 131 80 125 168 

ST7 2" BSP 1-1/4" BSP 90 320 100 489 60 221 131 90 140 178 

ST8 2" BSP 1-1/4" BSP 90 320 125 511 60 221 131 90 140 178 

ST9 2-1/2" FL 2" FLANGE 91 347 140 575 75 269 157 112 190 224 

 

ORDERING INFORMATION 

TABLE  1 


