
Solenoid diaphragm metering pump DULCOWALL 
Efficiency and precision in an attractive design

The new DULCOWALL solenoid diaphragm dosing pump is an extension of the solenoid pump series for 
direct wall mounting. It offers a performance range of 2.1 - 24 l/h at 16 - 1.5 bar and enables flexible, space-
saving installation through wall mounting with a clip. 
The pump combines operating and display elements as well as the delivery unit on the front, which improves 
handling and ergonomics. All elements are in the user‘s field of vision, which makes it easier to install the 
hydraulic connections. Wearing parts can be replaced with minimal effort. 
The stroke generation does not require any mechanical components, which guarantees reliable operation 
over the entire service life. The pump is designed for continuous operation under full load and offers splash 
protection to IP65. 

Easy installation via mounting plate and clip
Three-color display informs about the pump status
Versatile in use: Ideal for swimming pools and 		
industrial applications thanks to IP65 splash water 	

	 protection
Front-mounted conveyor unit, display and operating 
elements facilitate commissioning, adjustment and 	

	 service.

Product benefits
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Available in 3 versions:
DULCOWALL:
Without display for simple dosing tasks
DULCOWALL Advanced: 
With display and timer for extended dosing tasks	
DULCOWALL Control: 
With display, timer and integrated controller for 
direct connection of pH/redox probes

DULCOWALL DULCOWALL Advanced
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Reliable magnetic drive: Wear-free, overload-proof 	
and economical 
External control: Via potential-free contacts with 		
pulse transmission and reduction 
Standard signal control: Via 0/4-20 mA, scalable 
Integrated timer 
Integrated pH/redox control 
Stroke frequency setting: 1 stroke/h - 10,800 strokes/h 

Technical data

External contact control: Factor 99:1 - 1:99 
Batch operation: Max. 99.99 l or 99,999 strokes/	
start pulse 
Connection for level switch: 2-stage 
Warning and error message relay in combination 
with the pump

LED band display: Illuminated to display 
the stroke frequency

Simple dosing capacity setting via 
push buttons

Self-venting dosing heads for 
outgassing media

DULCOWALL DULCOWALL Advanced

2” LC display: Illuminated with changing 
colors for operating, warning and error 
messages


